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◆ Test Items : 
 

 Standard item Result: Pass/Fail 

 

EN55022 

Radiation Class B Pass 

 Conduction  

 ISN  

 EN61000-3-2 Harmonic  

 EN61000-3-3 Flicker  

 IEC61000-4-2 ESD  

 IEC61000-4-3 RS  

 IEC61000-4-4 EFT  

 IEC61000-4-5 Surge  

 IEC61000-4-6 CS  

 IEC61000-4-8 MS  

 IEC61000-4-11 Dip, Drop  

 

◆ Test configure: 
 

 Unit Brand Model  Notes 

1 M/B Avalue RAP-SA01 (上板為 SMA-IMX6 Ver A01) Ver  A01 

2 CPU    

3 RAM    

4 HDD    

5 Panel CMO G121X1-L03  C1 

6 Inverter     

7 Adaptor FSP FSP060-DBAE1 DC 12V/5A 

8 RF module    

9 Battery    
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◆ Test condition: 
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◆ Solution: 

1. (1-1)LVDS Cable 的 SHIELDING 請增加接地線接地 ,兩端都要接地  

 

LCD CABLE PANEL 端 SHIELDING 示意圖 1 

 

LCD CABLE SYSTEM 端 SHIELDING 示意圖 2 

(藍色圈圈為導電布) 
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(1-2)LCD panel 須包覆導電布且須超過 Panel pcb(或者使用有完整包覆

Shielding 的 Panel )。 

 

LCD CABLE 與 PANEL SHIELDING 搭接示意圖 1-1 

 

LCD CABLE 與 PANEL SHIELDING 搭接示意圖 1-2 
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LCD CABLE 與 PANEL SHIELDING 搭接示意圖 2 

 

(1-3)LVDS Cable 靠近 Case 端請將導電布黏貼到 CASE 上 

 

LCD PCB 需貼上導電布,且必須黏貼到 PANEL 的 SHIELDING 示意圖 

 (藍色圈圈為導電布搭接黏貼到機殼 SHIELDING 處) 
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2. LAN,USB CONNECTER 請加貼 GASKET。 

 

3. 請將 CASE 搭接處的外觀漆遮噴,否則會有 EMI 的 Issue(另外請注意 CASE 搭接

處面與面之間是否有完整接觸)。 
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CASE 刮漆露出 SHIELDING 示意圖 1 

 

CASE 刮漆露出 SHIELDING 示意圖 2 

 

 

CASE 刮漆露出 SHIELDING 示意圖 3 



 

Avalue Technology Inc. 
7F, 228, Lian-cheng Road, Chung Ho Dist., New Taipei City 235, Taiwan 
Tel: (886)2-8226-2345 Fax: (886)2-6621-8515 
http://www.avalue.com.tw 

 

 
9of 12 

 

CASE 刮漆露出 SHIELDING 示意圖 4 

 

 

CASE 刮漆露出 SHIELDING 示意圖 5 
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4. LCD CABLE 須加上夾 CORE ,且靠近機殼。 

 

夾 CORE 示意圖 1 

 

 

 

夾 CORE 示意圖 2 
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◆ Test Data: 
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